DRILL HOLES

DRILL HOLES.

DRILL HOLES

BORDER REV: DATE:

2004

June 1.,

NOTE: US 13 IS CONSIDERED TO
RUN IN A NORTH-SOUTH DIRECTION.

950’

EXISTING SIGNS

' 21,26 22,27 16,19,25, 3 15,30
SIGNAD '\ Pde)
AHEAD ONLY
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\_ FIBER OPTIC ~ R3-5_  R3-5(1)
S _BLANK 0OUT -
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. 23,23A,28,28A 17,17A, 20, 20A
OCEAN HIGHWAY | |[WORCESTER HWY
~ D3-3 03-3 LED
~J6" X VAR. 6" X VAR. 60"X60"

~ DP&L

THERE IS ONE (1) HANDHOLE — .
LOCATED WITHIN THIS BREAK

EXISTING SIGNALS

NEMA PHASING

! 32 73 o4 42 |
~N 7 . _
E A I PRE-EMPT 1
~#> ~ OPTICOM DETECTOR 24
FLASHING
75 76 OPERATION
"PRE-EMPT 2
PHASING NOTES: .

1.) PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
2.) PHASES ASSOCIATED 8Y A SOLID LINE WILL NOT OPERATE CONCURRENTLY |
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EXISTING
POWER
TO DPAL

THERE ARE FIVE (5) HANDHOLES
LOCATED WITHIN THIS BREAK

AT THE FOLLOWING DISTANCES
- SOUTH OF THE * RED SIGNAL AHEAD

SIGN:
189’
376/
565’
153’
939’

GEOMETRIC LEGEND

PROPOSED
EXISTING o~ = = e oo e
LEGEND OF UNDERGROUND
AND OVERHEAD UTILITIES
AERIAL CABLE A A
ELECTRIC E E
TELEPHONE T T
GAS 6—38
SEWER $ s
WATER | Lj
CABLE TV e T e T e

.A.

B.
c.
D.
E.

Install opticom detector eye onto exisf?hg mast arm as shown.

Use existing signal pole. | : | | . ‘ o : ‘ plan should not be construed as representing all

Use existing conduit. ‘ - ' '

Use existing handhole. _
SHA forces shall retro rack existing base mounted cabinet with 4 channel amplifier and the J l

opticom interface card and the qon+rqc$or.w3l! install opticom discriminator module. < /

Existing underground electrical service to be maintained by Conectiv. ___\?i

RIGHT OF WAY LINE

THERE ARE FOUR (4) HANDHOLES
LOCATED WITHIN THIS BREAK

AT THE FOLLOWING DISTANCES
SOUTH OF THE " RED SIGNAL AHEAD
SIGN:

1095’

H79’

1277

1338 .

CONSTRUCTION DETAILS

RIGHT OF WAY LINE

1. A detalled utility review was not undertaken and this

underground utilities in the areaq.

(K) SHA%: ATT825185 8=15-03,
INSTALL OPTICOM NB US 13 AND EB US 113

STREET TRAFFIC STUDIES, LTD.
400 Craln Hwy NK.

R '
REPLACE S/B RED SIGNAL AHEAD SIGN
SHA NO. XX1065185 TIMS NO. F383 11/02

sv_{JAH [MARIDRZ]  PLK

I REPLACE EXISTING SIGNAL HEADS WITH

Glon Burnla,MD 21061

Ph (410} 590-5500
Fax (410) 5906837

48890a.DGN D642

BALCK FACED HEADS FOR US 13.
6/01

PLOTTED: s$DATETIMES
FILE: oFILE$

THERE IS ONE (1) HANDHOLE
LOCATED WITHIN THIS BREAK

THERE ARE TWO (2) HANDHOLES
LOCATED WITHIN THIS BREAK
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